


Through its intelligent Genesis Enclosure Management (GEM), HeritageXA safeguards data and ensures maximum availability.  Users are able 
to leverage fault diagnosis and resolution capabilities, persistent error logging and monitoring. 

The SBB 2.0 I/O modules and power supplies are hot swappable and interchangeable across all models simplifying system maintenance.

Green Power Efficiency

HeritageXA minimizes environmental impact through new “green” advancements in Xyratex technology, including individual drive power 
control, advanced adaptive cooling technology, and 80+ percent efficient power conversion.  Additionally, HeritageXA is designed to meet 
stringent worldwide requirements for recycling and environmental friendliness.

Configurations

HeritageXA EBODs are available in 12 and 24 bay 3.5” drive and 24 bay 2.5” drive models with dual I/O modules and are expandable to 144 
drives.  Partially populated models allow you purchase what you need today and increase capacity inexpensively as your requirements grow.  
Flexible enclosure technology allows you to mix drive types in a single configuration.

24 Keewaydin Drive, Unit 3, Salem, NH 03079 | 800-466-0813 Fax 603-893-4415 | sales@amsstorage.com | www.amsstorage.com

Cost-Effective Expandable SAS Disk Arrays



 Model Specifications

X2212 X2424 X2224

Form 2U 4U 2U

I/O Controllers 2 2 2

Drives per Enclosure 12 24 24

Drive Form 3.5” 2.5”

Drive Types Dual ported 6Gb/s SAS

Drive Capacity

15K RPM: 300, 450, & 600 GB

7200 RPM: 500 GB, 1, 2, & 3 TB

SSD: 100, 200, & 400 GB

10K RPM: 300, 450, 600, & 900 GB

15K RPM: 73 & 146 GB

7200 RPM: 500 GB & 1 TB

SSD: 100, 200, & 400 GB

SAS Host Ports 4 – SFF8088 4 – SFF8088 4 – SFF8088

SAS Expansion Ports 2 – SFF8088 2 – SFF8088 2 – SFF8088

Max # of Chassis 12 6 6

Max # of Drives 144 144 144

Hot Swap Components Disk Drives, Power Cooling Modules, and SBB I/O Modules

Management/Status

Reporting
CLI and SCSI Enclosure Services (SES) 2.0

Height
87.9mm (3.46”)

2 EIA Units

175mm (6.89”)

4 EIA Units

87.9mm (3.46”)

2 EIA Units

Width 483mm (19”) IEC Rack Compliant 483mm (19”) IEC Rack Compliant 483mm (19”) IEC Rack Compliant

Depth 630mm (24.8”) 630mm (24.8”) 630mm (24.8”)

Weight 26Kg (57.2 lbs.) with drives 46Kg (101.41 lbs) with drives 24Kg (101.41lbs) with drives

Operational Altitude 0 to 3,000m (0 to 10,000’)

Non-operational Alt. -300 to 12,192m (-1000 to 40,000’)

Power Supplies 2 – 580W 4 – 580W 2 – 580W

Voltage 100-240V AC

Frequency 60/50Hz
Power Conversion 
Efficiency

>83% @ 100V, >85% @ 240V (>30% load)

Temperature Range 5º to 40ºC (35ºC max. above 2,000m)

Humidity Operating: 20% to 80% non-condensing

Operational Shock 5g 10ms ½ sine

Operational Vibration Random .21grms 5-500Hz

Non-op. Shock 30g 10ms ½ sine

Non-op. Vibration Random 1.04 grms 2-200Hz

Relocation Vibration Swept Sine 0.3g 2-200Hz

Acoustics Sound Power Operating LwA 63dB

Approvals

EMC: FCC pt15B Class A, EN55022 Class A, CISPR 22 Class A, EN 55024, CISPR24, EN61000-3-2/3, CNS13438

Safety: EN/IEC/UL 60950-1, CNS14336

CB report: CE, UL, cUL, FCC, BSMI, VCCI

HeritageXA EBOD ships with:

 3 year warranty with advanced replacement for defective field replaceable components

 3 year, 5 x 9 toll-free technical support

Warranty uplifts are available for:

 Next Business Day Onsite with 5 x 9 tech support

 Next Business Day Onsite with 7 x 24 tech support

 Same Business Day Onsite with 4 hour response and 7 x 24 tech support (requires spares kit)

Warranty & Support

Xyratex is the trading name of Xyratex Technology Limited. 
HeritageXA is a trademark of Advanced Media Services, Inc.
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